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ABOUT YOUR NEW SURGICALLY CLEAN AIR SYSTEM
Congratulations and thank you for purchasing your new Surgically Clean Air (SCA) Industrial Air 
Treatment and De-stratification System. We are confident you have made a wise choice, both in 
terms of protecting your employee's health through clean, clear air and in terms of reducing 
energy costs and your carbon footprint. 

We understand that Clean Filtered Air improves working conditions, morale and reduces lost time 
due to sickness. Clean, filtered air has also been proven to reduce fatigue, increase attentiveness 
and improve the condition of the workplace in general. These are all health benefits you will 
receive with your new EcoAir.

There is also huge energy savings and employee comfort benefit with EcoAir. There is a natural 
temperature difference between the air at floor level and the warmer ceiling air. This becomes 
more pronounced as ceilings become higher, resulting in temperature differences as much as 
24oF/10C between the floor and the ceiling in buildings with high ceilings. Our SCA Systems are 
designed to destratify (equalize the temperature between floor and ceiling) in open concept 
buildings. Doing so allows our SCA System to increase the temperature at occupant level, bringing 
the wasted heat that’s normally trapped and lost at the ceiling back down to where it’s needed. 
Cold air is drawn into our SCA System at floor level and discharged upwards towards the ceiling. 
The warm upper air follows natural currents across the ceiling to an outer wall drawn down to 
replace the cooler floor air, creating a natural convection pattern.

Your new SCA System saves you valuable heating energy dollars by utilizing this trapped heat and 
bringing it back down to the occupants, increasing worker comfort and cleaning the air at 
occupant level for employees all the while.



EA-42-HD SYSTEM SPECIFICATIONS:



SYSTEM PLACEMENT:

Your new SCA System will operate from almost anywhere in your building. A central area is always
preferred, but a unit installed against an outside wall will operate almost as well. In all cases,
airflow into the unit must be clear, with at least 6” available on at least two sides at the very
minimum.

The SCA System is engineered to not only clean and purify the air in your facility but additionally, it
will save energy through the elimination of the temperature differential from floor to ceiling – it’s
also engineered to provide complete air distribution throughout your entire facility. This means
uniform temperatures throughout, greater employee comfort, faster heat recovery in the winter
from loading dock doors opening and closing, and cleaner, healthier air throughout your entire
facility…

QUICK ENERGY SAVINGS TIPS

Try setting your programmable thermostats back at night when employees have finished work to
the lowest temperature possible (usually around 7 degrees Celsius). Then program the heating
system to return to the normal temperature one hour before employees arrive in the morning.
Because your new SCA System helps your existing system heat uniformly due to the convection
and air distribution pattern, your building will return to temperature before your team arrives.



LOADING DOCK AND SHIPPING AREAS:

The EcoAir is designed to be floor standing. Designing them in this fashion allows them to pull the
cool air from across the floor and then discharge this cold air up to the ceiling.

If you have a docking area and either cold air from the area is travelling throughout the facility, or
it is hard to keep this area to temperature, having an SCA System located within or adjacent to
this area will greatly improve worker comfort.

As the cold air comes in the loading dock doors, it layers across the floor at occupant level and
travels throughout your facility. By locating your new SCA System close to the incoming cold air
source, you allow the SCA System to sweep up the cold air and propel it towards the ceiling, where
it will simply mix with the warm air above – immediately raising the temperature at occupant
level. This, in turn, prevents the cold air from travelling throughout your facility while
simultaneously warming your shipping and receiving area workers and clearing the air of fumes
and dust generated by trucks and forklifts.



FILTER CARE:

Remember: Filters become MORE efficient over time as dust and dirt collect on the filter fibres,
the airway path between the fibres narrows. This causes even more dust and dirt to be collected -
especially in smaller particulate sizes. Your new SCA System becomes more efficient at cleaning
the air overtime - keeping the air at occupant level cleaner for all employees. Over-cleaning and
replacing filters adds unnecessary costs. Instead, we suggest a simple monthly
replacement/cleaning schedule. It’s best to let the dust build up and change when a thick, visible
layer is caked on the outside, and the dust has visibly penetrated through the backside of the filter
media. After all, if you can see it on the filters, then that means that it’s no longer in the air you
breathe...



FILTER WASHING:

Please follow the below steps to maintain your MERV13 Washable/Re-useable filters:

1. Remove all 4 filters and take them outside to an open area.

2. Ideally, just use compressed air to blow off the particulate from the backside. (The opposite side
that faces out towards your facility when installed in your SCA System)

3. Then, simply place them back in your system until your next scheduled cleaning. Please be
mindful of the airflow direction sticker to ensure you cleaned them correctly and replaced them
with the correct side facing out. Always place the same side out after cleaning.

Washing them down with a pressure washer can be done as well - but we recommend limiting
this to maybe two to four times per year. For our system in our shop, we use an all-natural Heavy
Duty Cleaner Degreaser. It is great for removing grease, oil and smoke residue from fabricating
processes.



PORTABILITY

Your new SCA System comes standard with casters for easy installation and portability.
Permanent mounting feet are available as an option. Just give us a call to order a set if you
decide on a permanent location in the future.



Should you have any technical questions, set-up questions or require
further general information please give us a call at:

6300 Viscount Rd Unit 1A
Mississauga, Ontario

L4V 1H3 
Phone: 1.877.440.7770

Fax: 1.416.503.9563

Information: info@surgicallycleanair.com




